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ABSTRACT. Experiments were performed, following statistical

procedure, to determine the effect of changes in processing condi-
tions on the physical properties of five experimental polyurethanes.

i Changes in polymer raw materials had more effect on polymer prop-
erties than changes in processing parameters, such as curing time,
curing temperature, mixing time, and catalyst-addition temperature.
Polymer properties, such as gelation time, hardness, and propor-
tional-li mit elongation, are more sensitive to changes in process-
ing than other polymer properties, such as tensile strength and
polymer-to-metal bond strength. Statistical analysis of variance
permitted the effects of two-factor interactions to be estimated.
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INTRODUCTION

This report describes experiments performed to determine the effect of processing conditions

on the physical properties of five polyurethane polymers now being used at the U. S. Naval Ord-
nance Test Station as binders, liners, and inhibitors for solid propellants. The polymers, made
from reacting a polyhydroxy compound with a diisocyanate, possessed typical polyurethane physi-
cal properties.

Since the purpose of the experiment was to evaluate the effect of process variables on poly-
mer physical properties, preparation and testing were conducted under conditions approximating
those of commercial manufacture, using appropriate independent variables, such as mixing time
and curing time. Data obtained from these experiments have not only helped to define processing
conditions that would produce desired polymer properties but also have furnished a basis for mak-
ing polymers to specific needs.

A statistical design was sought to assure reasonable prediction of variable effects and mini-
mize the number of combinations to be tested.

MATHEMATICAL MODEL

The statistical design that was chosen is expressed by the following mathematical model,
which is assumed to best describe the response:

X•i•Lm = u + aG + P + A + (PY)jk + k1 + (C8A)1, + (yA)kz

+ r. + (jpr)j + (yr)kr +C(A)01 + t•tJzd (1)

where

XgiJkm = response, the measurement of any dependent variable

IA = the mean of all Xljk1. (constant)

=• = the effect of resin-composition (the difference between resins) fixed variable

Pij = the effect of curing temperature of gelled polymer, fixed variable

Yk = the effect of temperature of prepolymer at the time of catalyst addition, fixed
variable

(PBy)ik the effect of interaction between 13 and y

A, - the effect of mixing time of prepolymer, fixed variable

(PA)jz= the effect of interaction between 16 and A
(YA)kl = the effect of interaction between y and A

r= the effect of curing time of gelled polymer, fixed variable

(iPr)jm = the effect of interaction between P and r
(yr). = the effect of interaction between y and r

(Ar)hn the effect of interaction between A and r

eO•kk =random error that cannot be accounted for (reproducibility of an individual
sample)

The values of au, Pj, (Qgy)p • ., (uW,,, in Eq. 1 are assumed to be negligible.
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SAMPLE MODEL
The mathematical model (1) is first estimated by the following sample model:

Xk. X •r + A• + B, + Ch + (BC) 4k + D1 + (BD)II + (CD)W

+ E. + (BE),. + (CE)k. + (DE)j,. + ejlki (0

where

Sestimates p
Aj estimates

ni/inu estimates Eijkifs

and where X, Aj, B, . . . (DE)I. are chosen so that the sum of squares error (X £,zepak1.) isa
minimum.

The sums of squares due to Aj, Bj . . . (DE)j, are compared with the sums of squares error

to determine whether A,, B1 . . . (DE),. are statistically greater than zero.

INDEPENDENT VARIABLES

Data were analyzed using the IBM 7090 computer. The resins were separated into compatible
groups before analysis because of unsimilar variances. Independent variables were an follows:
5 replicates of 5 x 3 x 23 factorial.

1. A - resin composition

A, - H-6

A2 - R-1

As - R-4

A4 - R-9

As - R-11

2. B = curing temperature, OF

B,- 110

B3 - 150

3. C - prepolymer temperature at time of
catalyst addition, oF

C1 - 140

C2 - 160

4. D - prepolymer mixing time, min

D- 10

D- 20

5. F - gelled-polymer curing time, hr

ES- 24
E2 .24

t2



WAYWEPS WEORT 7#U4

DEPENDENT VARIABLES
The dependent variables measured were

1. Gelation time, min

2. Tensile strength, psi

a. At maximum stress

b. At rupture

3. Elongation %

a. At maximum stress

b. At rupture

4. Hardness, Shore A

5. Liner-to-metal bond strength, psi

6. Proportional-limit elongation %

EXPERIMENTAL PROCEDURE

Polymer compositions were selected for their range of physical properties. Specifications
called for a maximum moisture content of 0.3% (Karl Fischer reagent) and a maximum acid number
of 0.50. All reactants were protected from atmospheric moisture. The acid number of all materials
was low to prevent excessive CO 2 bubbling. It was also shown that acidic conditions inhibit the
gel formations of the reaction with polyglycols and 2,4 toluene diisocyanate (TDI). Mondur TDI
was 98.5% of the 2,4 isomer and 2,6 isocyanate analysis, 2.1. Low hydrolyzable chloride content
was desirable. The polypropylene glycol (PPG)-2025 had a molecular-weight distribution between
1,800 and 2,100. Castor oil (C-oil), DB grade, was selected because of its low acid number of 1.
Other raw materials used were monohydroxyethyltrihydroxypropylethylenedianiine (MTDA), phe-
nylbetanapthalamine (PBNA) Neozone D, carbon black (P-33), dipropylene glycol (TPG) molecular
weight 134.17, and ferric acetylacetonate (FeAA). A list of the chemicals used and the suppliers
are as follows:

Chemical Vendor
PPG-2025 .......... Carbide and Carbon Chemical Co.
TDI .................... Mobay Chemical Co.
MTDA ................ Visco Chemical Co.
PBNA ................ E. I. du Pont deNemours & Co.
P-33 .................... Columbia Carbon Co.

DPG .................... Carbide and Carbon Co.
C-oil .................... Baker Castor Oil Co.
FeAA .................. Aerojet-General Corp.

In general, two methods of resin preparation were employed. R-11 was prepared by one meth-
od, and R-1, R-4, R-6, and R-9 were prepared by another. In the preparation of H-l1, all compo-
nents listed in Table 1 were added to the reaction flask, and the mixture was heated and stirred
under normal pressure until the temperature reached 230'F. The mixture was then placed under a
vacuum (evacuated to below 50 mm of mercury) for 7 minutes and cooled to the desired prepolymer
temperature; subsequently, the catalyst was added.

1Heiss, H. L., and others. *The Influence of Acids and Bases on the Properties of Urethane Polymers,*
Industrial and Engineering Chemistry, Vol. 51, 1959, pp. 929-934.

I3
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TABLE 1. PoLTUmtrruaI FoEmaloKI

Compositian. parts by weightResin

PPG DPG C-oil TDI MTDA FeAA PBNA P-s3

R-1 .... .... 800.0 87.0 .... 0.5 .... ....
R-4 150.0 .... 150.0 56.0 .... .5 .... ....
R-6 75.0 25.0 200.0 91.3 .... .S ....
R-9 .... 80.0 220.0 162.5 .... 5. .
R-I1 260.0 .... .... 80.0 3.0 0.5 1.5 6.0

R-1, R-4, R-6, and R-9 were prepared by simply mixing the reactants at atmospheric pressure
without the application of external heating. The exothermic temperature of the reactants provided
the necessary temperature for initiating the reaction. After being mixed for a specified time, the
reactants were placed under vacuum, brought to the required temperature, and the catalyst added.
One portion of the formulation was then poured into a flat mold, and the remainder into a paper
cup for gel-time determination.

In the preparation of all polymer compositions, the prepolymer mixing time was defined as the
interval between addition of all components to the reaction flask and the degassing operation.
Mixing times of 10 and 20 minutes were chosen. The same quantity of resin was prepared in each
batch, so that weight would be a constant.

After the prepolymer was prepared in a given evaluation, the catalyst solution of TDI and
FeAA was added to promote gelation and subsequent cure. Polymer gelation time is directly de-
pendent on the temperature of the prepolymer at the time of catalyst addition. This variable was
introduced into the experiment to evaluate its effect on the physical properties of the polymer.
Catalyst-addition temperatures of 140 and 1600 F were selected.

Gelled-polymer samples were cured in three constant-temperature electric ovens at 110, 130,
and 150'F. To prevent bubble formation at high initial temperatures, the samples were allowed
to gel at room temperature (70'F) before being placed in the curing-temperature ovens. No attempt
was made to control oven humidity.

The selection of 4- and 24-hour periods as curing times was arbitrary. In pilot-plant produc-
tion, curing times are based on the process used.

The polymer gelation time was defined as the interval between the instant the catalyst was
added to the polymer until the polymer viscosity had exceeded 2 million centipoises, at which
time the polymer was nonpourable. The viscosity of the resin during the gelation period was
measured using a llrookfield Syncoletric Viscometer, Model RVF. The viscosity measurements
were taken in standard laboratory atmosphere, and no attempt was made to control the temperature
of the polymer during gelation.

Tenasile-trength tests onall polymer samples were performed in accordance with American
Society of Testing Materials (ASTM) designation D412-41 for rubbery materials. Test specimens
were cut from 8- by 8- by 3/16-inch flat sheets of molded polymer, using a cutting die with a min-
imum width of 1/4 inch. All samples were stored and tested at 77*F. From the stress-strain
data, two values of tensile strength were calculated- the maximum value and the value at rupture.
The tensile strength is defined as the load, in pounds, divided by the original minimum cross-
sectional area of the sample, in square inches. An average of four measurements was made on
each polymer sample.

4



Hardness measurements on each polymer sample were taken using the ASTM. method U)476.
When a ShoreDurometer, Type A is pressed against a polymer test specimen, the forces exerted
by the indented sample and the spring in the instrument are balanced snd a value between 0 end
100 is indicated on the durometer scale. Five readings were taken on each sample, and an aver-
age value was recorded.

The elastic modulus of a polymer sample is the ratio, within the elastic limit, of stress to
the corresponding strain. These data were also obtained as a result of the stress-strain data de-
scribed in this section. Elastic modulus is reported in pounds per square inch times 10 to the
minus 3.

The shear-strength values, polymer-to-steel, were determined by using a modified technique
described in ASTM D429.47T. Shear-strength values were obtained on a Dillon tensile-test ma-
chine. A croashead speed of 0.1 in/min was employed.

In the preparation of a bond-strength test sample, the depressed surface on the metal sample
holder was filled with liquid resin in the pregel state. Another metal piece was then placed on
top of this piece, and the two mating surfaces of each piece were kept parallel by placing the as-
sembly in a vertical press until the polymer gelled.

The proportional-limit elongation is the value of percent elongation of a polymer sample de-
termined as described in the experimental procedure, where the ratio of stress to strain is no
longer constant, i.e., where the material ceases to behave as perfectly elastic material. These
data were also determined from the stress-strain data.

RESULTS
Experimental runs were evaluated according to a predetermined order corresponding to the

statistical design of the experiment. Polymer samples were prepared using conventional labora-
tory mixers. The possible reaction of the isocyanates with atmospheric moisture during polymer
preparation was introduced into the experiment as a random variable. The effect of the laboratory
humidity on polymer physical properties was thought to be small since the humidity varied be-
tween 10 and 50% during evaluations.

Average values of tensile strength at maxi~num load and at rupture are as follows:

Maximum stress, Stress at rupture,
Formulation psi psi

R-11 70.2 70.2
R-4 93.7 93.7
R-6 213.9 213.9
R-1 233.8 233.8
R-9 2,637 2,215

The difference in tensile strength between R-6 and R-1 was insignificant at the 95%-confi-
dence level. In other words, the probability that the difference in values for these two composi-
tions to be as large as it is by chance is greater than 5%. The above table also shows that R-9
was the only composition having a difference in maximum strength at rupture.

Average values of the percent elongation of different polymer compositions are as follows:
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EL.agatdos at Eles~gotde

Formulai u sas stress, X at rupture, X

R-1 62.7 62.7
R-4 41.2 41.2
R-6 99.7 99.7
R-9 24.78 123.06
R-11 334.78 334.35

Tbe difference in percent elongation at maximum stress and at rupture of all resin composi-
tions was slgnificant at the 95%-confidence level. R-9 was the ably composition exhibiting a
difference in value between percent elongation at maximum and rupture.

Accurate values for modulus of elasticity for the five polyurethanes are as follows:

Modulus of elasticity,
Formulation psi x 10-i

R-1 0.479
R-4 0.282
H-6 0.319
R-9 27.77
R-11 0.030

The difference in elastic modulus between composition R-4 and R-6 was not significant at
the 95%-confidence level.

Average values for the gelation time for five formulation studies are as follows:

Formulation Gelation time, sec

R-4 154
R-1 171
R-6 175
R-9 242
R-11 444

The differences among R-1, R-4, and R-6 were not significant at the 95%-confidence level.
Shore A-Durometer-hardness values are as follows:

Hardness,
Formulation Shore A

R-11 17.5
R-4 42.3
R-6 42.6
R-1 52.9
R-9 greater than 100

The average difference in hardness of R-4 and R-6 was not significant. R-i is significantly
different from R-4 and R-6.

Average values of polymer-to-metal shear strength are as follows:

Formulation Strength, psi

R-11 85.4
R-4 95
R-1 149
R.6 185
R-9 greater than 300

6
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The difference in average strength between R-11 mad R-4 was not significnt. Specifc
value for R-9 is not given becasee the somplo could not be ruptured on the Dillon machine.

Average values for the proportional-limit elongation we as follows:

Average propordonal-aii
Formulation elongation,

R-9 8.43
R-4 15.2
R-1 17.0
R-6 2D.3
R-11 57.8

Differences in the proportional-limit-elongation average values of R-4, R-1, and R-6 were
not significant.

The data presented in Table 2 were not obtained as part of the statistical experiment de-
scribed previously. These data illustrate how the physical properties of the polymers change
with temperatures.

TABLE 2. PROPERTIES OF POLYURETHANE CoMrrn

AT Low TE•MPRAUREts

Strength, psi Elongation, %
Formulation Test temp.,

OF At max.Max. At rupture stress At rupture Modulus

R-1 -30 4,254 2,659 10.6 18.6 ......
R-4 -30 1,590 1,590 41.0 41.0 ......
R-6 -30 4,918 2,533 12.5 22.4 ......
R-9 -30 8,922 8,922 14.4 14.4 ......
R-I 1 -30 145 145 398 398 ......

R-9 0 6,190 7,370 7.5 101.9 101.5
R-4 0 333 333 20.5 20.5 0.19
R-6 0 ..................
R-1 0 752 752 13.9 13.9 5.67
R-1 1 0 110 . 296 ..... a 0.08

a Did not break.

Physical data obtained from the statistical experiment are presented in the Appendix
(Table 3-26).

From the statistical analysis of variance, the following effects were found:

1. In most cases the measured variables have significantly different means corresponding to
different resin compositions.

2. The curing temperature of gelled polymer affected the following measured variables:

a. The elongation at maximum stress was affected by curing temperature for R-9 resin only.

b. The proportional-limit elongations for R-i1 and R-9 were affected by the curing tempr-
ature. For R-9 the curing temperature of 110°F resulted in a significantly higher proportional-
limit elongation then those for curing temperatures of 130 and 50IF. For R-11, however, as the

curing temperature increased, the proportional-limit elongation increased linearly.
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c. Variation of caring temperature bed a igelnificat linear effect on the Shore A hardm•ns
of R-6, R-i, and R4 As the temperature Increased, the herdess increased.

S. Temperature of prepolymer st the time of catalyst addition affected the followiag meas-
ured variables:

a. The prepolymer temperature of 1400F resulted in a slgniflontly longer gelation time
for R-6, R-i, R-4, eand R-11 than the temperature of 160WF.

b. The hardness of R-6, R-1, and R-4 at a prepolymer temperature of 140°F was signifi-
candy greater than at a prepolymer temperature of 160*F.

4. The mixing time did not signiflcantly affect may of the measured variables.

&. The curing time of the gelled polymer affected the following variables:

a. The 4-hour curing time resulted in a significently higher proportional-limit elongation
for R-9 than that of the 24-hour curing time.

b. The 4-hour curing time resulted in a significantly softer material for R-6, R-i, end R-4
than that of the 24-hour curing time.

c. The 4-hour curing time resulted in a significantly lower bond strength for R-6, R-i,
and 1R-4 than that of the 24-hour curing time.

DISCUSSION AND CONCLUSIONS

Present work indicates that polymers prepared from C-oil or DPG exhibit widely different
physical properties than R-11, which is prepared from a polyether, PPG.2 The results show that
R-i1 is a soft, low-strength polymer with extremely good elongation. This polymer has maximum
strength end elongation if cured at my temperature between 110 and 150°F from 4 to 24 hours. At
higher curing temperatures, this material becomes more elastic. R-11 has a fairly long gel time,
compared to R-1, R-4, R-6, and R-9. The gelation time may be shortened approximately 40% by
increasing the temperature at catalyst addition from 140 to 160 0F.

R-9 behaves as a rigid plastic material rather than a true elastomer. DPG, when added to
polyurethane formulations, increases the toughness and hardness of the resin considerably. Cur-
ing temperatures between 110 and 1500F seem to produce maximum elongation for R-9, but a more
elastic materiel is produced if the material is cured at the lower temperature. The strength and
hardness, however, do not seem to be affected by the curing temperature or the curing time. The
gelation time is fairly constant between 140 and 160°F. This result is somewhat surprising, but
may be due to the high viscosity of the resin at catalyst-addition temperatures between 140 and
160 0 F. This high viscosity probably inhibits the curing or crosslinking reaction by sterically
hindering the surface-active catalyst, FeAA. This effect masks the over-all effect of crtelyst-
addition temperature. Although sheer strengtha were not measured in this experiment, they were
found, in later work, to be extremely good. This compound can be used, therefore, in bending
applications where moderate bond strength is required.

Resin compositions R-I, R-4, nd R-6 ere somewhat siuilar in over-al physical properties
end are, in general, affected in a similar manner by the independent variables. In general, the
hardness of these resins is sensitive to curing temperature, curing time, mad temperature of pre-
polymer at catalyst addition. Also, better shear strengthe can be obtained by curing these resins

2 Plastics Laboratory Technical Report 81-A. 'Plasticized Modifications of Diprepylene Glycol, Castor
011i, , Tolylse D3iisocyenate Polyureduae. as Potting Resins,' by R. E. Christenson and D. S. Trien.
Princeton, N. J., Princeton Univ. Press, 1958.
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at 50°F instead of curing them at lower temperatures. From Table 2, it can be seen that the
composition of R-4 is-between that of R-1 and R-11. However, this resin has only 65% of the ten-
sile atrength and 50% of the elongation of R-1, and 14% of the elongation of R-11. Composition
R-1 is used mainly as a potting compound and for transparent-motor-tube liners.

R-11 polymer gave significantly higher elongation at lower temperatures. This unusual prop-
arty permits the use of this material at low temperatures where a high degre of elongation is re-
quired.

The mixing time did not affect the physical properties of the polymer compositions to a sig-
nificant extent. This indicates that the reactions are nearly complete after 10 minutes mixing
time. Thin means a rigid control of polymer mixing times is not required.

Gelation times, in general, were too short for large-scale processing. Since the catalyst-
addition temperature had such a pronounced effect on gelation time, it seems reasonable to achieve
longer gel time by lowering the polymer temperature at which the catalyst is added. Since the

above effect is assumed to be linear, gelatioa- times at other temperatures may be obtained by ex-
trapolation of the data; gel time also can be increased by decreasing the catalyst concentration.

In general, varying the concentration of PPG, DPG, and C-oil when reacted with an excess of
of ThI will produce resins of widely different physical properties. These properties can be al-

tered somewhat by varying the processing conditions. As was expected, changes in resin compo-
sitions resulted in greater variation of physical properties than changes in processing conditions.

1*
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Appendix

THE ANALYSIS OF VARIANCE

The following code is used with the analyses:

Code Effect Inequality
-I Not significant (P < 0.95)
+ Significant (0.95 < P < 0.99)
++ Highly significant (0.99 < P < 0.999)
+++ Very highly significant (P > 0.999)

The inequalities in parentheses, such as (P < 0.95) and (0.95 < P < 0.99), are probabilities (P).
If, for example, when + appears, one would say, 'There is an effect,* the statement has a 95%
probability of being correct. When the work "significant' (Sig.) appears, it denotes statistical
significance that may or may not be of engineering significance.

Entries under *Means" for Main Effects are in the order of severRl levels for each of the
source of variations for which they are means. Under 'Means' for Two-Factor Interactions, the
entries (1,1), (2,2), etc., indicate the respective levels of the two factors identified under Source
of variation. Interacting factors and corresponding means are given only for those cases in which
statistical significance was found.

11
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TABLE 3. MAXIMUM STRENGTH AND STRENGTH AT RUPTURE, PSi.

oF RESm A1 - %, A2 - R1, AND A - R4

Main Effects

Means, pai
Source of F-ratio Sig.
variation X, X X3

A .................. 51.86 +++- 213.9 283.8 93.7
BL ................ 0.00 -.................
BQ ................ 2.35 - 174.0 183.7 173.8
C .................. 0.20 - 183.2 177.8
D .................. 3.77 - 192.3 168.7 ......
E .................. 0.03 - 179.4 181.5 ......

Significant Two-Factor Interactions

Mean., pal
Source of F-ratio Sig. M

variation (1,1) (1,2) (2,1) (2,2) (3,1) (3,2)

BLC .. 6.04 + 157.0 190.9 199.2 188.2 193.4 154.2
CD ................ 4.38 + 207.7 158.6 176.8 178.7 ...... ......

Experimental error estimate: S. = 51.58; grand mean: 180.47.
The maximum strengths of resin compositions R6 and 191 were significantly (+)

higher than that of R4.
The BLC and Cl) indicated significance:

225 225

0,

200 200

C,

175 175

150 " Ct 1501 02A

a, an S3 C, Ca

SC CD

12
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TABLE 4. MAXIhUM STRIEMTU, Psi, CW Rzim A -

Main Effects

Source of Measpsi Ps

Variation F-ratio Si.X
3

BL ................ 0.057 - 2,561.6 2,673.1 2,677.5R Q ................ .016 - ...... I.............. ..........

C .................. . 151 - 2,560.5 2,714.3 ..........
D .................. .184 - 2,552.7 2,722.1 ..........
E .................. 0.006 - 2,621.7 2,658.1 ..........

Experimental error estimate: S. = 968.; grand mean: 2,637.39.
No significant two-factor interactions end no significant effects were indicated.

Independent variables did not alter maximum strength significantly.

TABLE 5. RUPTURE STRENGTH, PSI, OF RESIN A - R,

Main Effects

Source of Means, Psi

interaction F-ratio Sig.

BL ................ .0.74 - 1,981.2 2,376.2 2,289.8
BQ ........... .60 -.-..-.........................
C.... .05 - 2,182.7 2,248.8 ..........
) -................ .33 - 2,131.6 2299.9 ..........

E ....... ......... 0.16 - 2,156.8 2,274.7 ..........

Experimental error estimate: S. 718. 1; grand mean: 2,215.73.
There were no significant two-factor interactions and no significant main effects.

The variations of any independent variable did not alter rupture strength significantly.

13
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TABLE 6. MAum STaNrs AnI StIDISTE
AT Rurui. Pi, s.o RusuM A - R11

Main Effects

Source of SMesa, psi

variation F-ratio Sig.

BL ................ 0.06 - 62.4 82.5 65.8
BQ. ......... 8.32 - ............
C...........0 .76 - 7.4 ......
D .................. 0.17 - 72.2 68.2 ......
E .................. 0.64 - 74.0 66.4 ......

Significant Two-Factor Interactions

Source of MeFo, psi
variation F-ratio Sis.

(1, 1) (1,2) (2,1) (2,2) (3,1) (8.2)

BoE ............ 5.38 + 56.2 68.7 101.9 63.1 64.0 67.5

Experimental error estimate: S. = 23.34; grand mean: 70.23.

The BQE interaction indicated significance. Since there were no significant main ef-
fects, this interaction is probably not real but merely represents random error:

125

100

75 -E

El

50 '

BE
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TABLE 7. fIATnw AT Mami bi3c An EI.wAIrI AT
Rtwrutz. %, or aR Ai - Re. A2 R1. A As - 14

F-ratio ug. 
me

A ................. 76.05 +++99.7 62.7 41.f
BL ............... 2.72 - 64.3 67.1 72.2

BQ *,**...... 0.09 - ...........
C ............... 0.3 - 69.4 66.4 ......
D ................ .0.66 - 69.4 66.3 ......
E .......... 0.92 - 66.0 69.7 ......

Significmt Two-Factor Interactious

Source of MIas, t
varieties F-retie SI8.

(1.0) (1,2) (1.) (2.1) (2. 2 ) (2.a) (8,1) (3,) (3.)

ABL ............ .37 + 92 93 113 54 6i 66 46 40 8
AE .............. 3.39 + 9j 106 ...... 5 67 . 47 86 ....

Experimental errer estimate: S, = 16.6; grand mean: 67.86.
The meoa elengation at maximu, force S end the mean eoeagatlon at rapture % are significantly (+) dif-

ferent for resins ftp R1, and 94. lte means in order from smallest to the largest were R4, 11, 16.
The ABL interactiou significance occurred because R6 and I1 change similarly over the levels of B,

while resin R4 has different direction over the levels of B. AE interaction signiflcance resulted because
resins R6 sad R1 change similarly over the levels of E, while resin R14 has different direction over the levels
of E.
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TABLE 8. ELmO AT= AT MAuu, X, oF RzuN A - R9

Main Effects

Source of Mea.n,
variation F-ratio Sig.

BL .............. 0.44 - 18.7 45.9 9.7
BQ ................ 7.23 + ............
C ................. 0.06 - 26.3 2.2 .....
D .................. 3.32 - 14.6 34.9 .....
E .................. 1.56 - 17.8 31.7

Significant Two-Factor Interactions

Source of Means,
variation F-ratio Sig.

(1,1) (1,2) (2.1) (2,2) (3,1) (8.2)

BQD .............. 7.85 + 24 13 14 78 58 14
BoE .............. 8.52 + 22 15 16 76 15 44
D1 .............. 6.50 + 22 74 14 56

Experimental error estimate: S. = 27.25; grand mean: 24.78.
The elongation at maximum % was quadratically affected by the curing temperature of

gelled polymer for the R9 resin. The meman could not be significantly separated because
of insufficient evidence. The arrangement of the means from smallest to largest was BH,
BI, and B2 .

The BQD, BQE, and DE interactions indicated significance. The BQD interaction
significance is due to the fact that the D2 level over the B range is quadratically similar
to the BQ main effect while the D, level over the B range is quadratically inverted.
The BQE interaction has similar relations as does the BQD interaction.
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TABLE 9. EwNGATION AT MAim Foamcz Am ELOnGATION

AT RuTrruR, %, orzRE= A - Ri

Main Effects

Source of Means, %

variation F-ratio Si2.

BL ................. 1.36 - 327.7 335.0 370.4
"BQ ................ 0 .19 -........................

C .................. 0.73 - 331.6 357.1 ........
D .................. 0.17 - 338.2 350.5 ........
E .................. 0.62 - 356.2 332.5 ........

Significant Two-Factor Interactions

Source of Means, %
variation F-ratio Sig.

(1,1) (1,2) (2,1) (2,2) (3,1) (3,2)

BLC .............. 10.87 + 364 291 345 325 286 455

Experimental error estimate: S. = 73.3; grand mean: 334.35.
There were no significant main effects. Variations in the independent variables did

not alter elongation significantly.
The BLC interaction indicated significance:
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TABLE 10. ELOKATIAT RWmnta, S, or A -R9

Main Effects

Source of Morti S.
variation F-retie Sig.

BL ................ 0.88 - 109.1 111.4 128.6
BQ ................ 0.49 - . ...... . .......
C .................. 3.21 - 186.2 107.9 ........
D .................. 1.17 - 181.2 118.9 ........
E .................. 3.09 - 188.0 106.2 ........

Significant Two-Factor Interactions

Source of Means, S
variation IF-ratio Sig.

vg (1,) (1.2) 2,1) (2.2) (3,1) (3.2)

BQD .............. 7.59 + 145.3 73.0 107.6 155.3 143.8 113.4

Experimental error estimate: S, = 41.5; grand mean: 123.06.
There were no significant main effects. The variations in the independent variables

did not alter elongation significantly.
The BQD interaction indicated significance that ia likely to be unreal. However. the

points were plotted:
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TABLE 11. PfOPCRTIONAL-LIUT ELONGATION, %, OF REINS
Al - R6, A2 - R1, AMn As - R4

Ma Efbes

Source of SMs,
variation F-r92 ft8

A ................ 1.79 - 20.3 17.0 15.2
BL .............. 0.92 -..................
BQ .............. 0.00 - 16.2 17.5 18.8C .................. 0.07 - 17.2 17.8 ......

D .................. 1.62 - 16.1 18.9 ......
E ................ 0.00 - 17.5 17.6 ......

Significant Two-Factor Interactions

Source of Means,

variation F-ratio Sig.
(1.1) (1,2) (2,1) (2,2) (3,1) (3.2)

BLE ............. 6.03 + 18.0 13.6 18.8 16.2 14.7 22.9

Experimental error estimate: S, = 9.48; grand mean: 17.52.
There were no significant main effects. The variations in the independent variables

did not alter proportional-limit elongation significantly.
The indicated significance of BLE interaction may be unreal since there were no

significant main effects. However, the means were plotted.
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TABLE 12. PaoPo NAL-LOL. r ELOW AbOx, %,
O0 RESm A - R9

Main Effects

Source of SiMeans, %
variation F-ratio Si.

RL ................ 12.06 + 10.3 7.1 7.9
BQ .......... 11.63 + ..............
C................ 0.49 - 8.6 8.2
D .................. 2.52 - 8.9 8.0 ....
E .................. 5.39 +++ 10.1 6.8

Significant Two-Factor Interactions

Source of Means, %
variation F-ratio Sig.

(1,1) (1.2) (2,1) (2.,2) (3,1) (3,2)

BLD .............. 6.88 4 11.3 9.2 8.1 6.1 7.2 8.7
BLE .............. 10.09 + 10.4 10.1 9.6 4.6 10.2 5.7
CD ................ 14.92 ++ 8.0 9.2 9.7 6.7 ...... ....
CE ................ 6.50 + 11.0 6.3 9.2 7.3 ...... ....
DE ................ 12.10 + 11.4 6.3 8.7 7.3 ...... ....

Experimental error estimate: S. = 1.34; grand mean: 8.43.
The proportional-limit elongation, %, was significantly affected by variations of

curing temperature and curing time of gelled polymer. The curing temperature of 110°F
resulted in significantly higher proportional-limit elongation, %, than those curing tempera-
tures of 130 wid I50°F (Graph 1). The 4-hour curing time resulted in a significantly
higher proportional-limit elongation, %, than did the 24-hour curing time (Graph 2).

The BLD interaction was due to the similar trend of 81 and B2 over DI and D2 while
83 over DI and D2 had different direction (Graph 3). The BLE interaction was caused by
the similar trend of B2 and B3 over E1 and E2 while I8 over El and E2 had different direc-
tion (Graph 4). The CD interaction was caused by C1 and C2 having different direction
over the range D1 and D2 (Graph 5). The CE interaction resulted from C1 and C2 having
different directions over E1 and E2 (Graph 6). The DE interaction was caused by D1 and
D2 having different directions over the range El and E2 (Graph 7).
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TABLE 18. PaOPMoTIww -LmmT ELAWKAT10Z, %,
oF REsI A - RII

Main Effects

Source of Meons, M
variation F-ratto f2 .

BL ................ 5.83 + 88.4 51.6 88.3
BQ ................ 0.80 -.......
C ..... I ........ 0.80 - 62.1 58.5......
D .................. 0.72 - 51.1 64.5 ......
E .................. 0.00 - 58.1 57.5 ......

Experimental error estimate: 36 - 88.9; grand mean: 57.80.
The var'otions of curing temperature of gelled polymer significantly affected the

proportlonat-limit elongation, %. As the curing temporatute increased, the proportional-
limit elongation increased linewly:
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TABLE 14. PitOpnTmONAL Limr, STam , Psi, or Run
A, = R6, A2 - Rio AND As w R4

Main Effects

Source of Momes, stress, psi

variation F-ratio Sig.

A .................. 14.92 +++ 56.7 77.9 88.7
BL ................ 0.01 - ..................
Bo ................ 1.81 - 54.7 69.3 55.2

C .................. 0.07 - 57.0 58.5 ......
D .................. 0.10 - 56.8 58.7 ......
E .................. 0.11 - 58.7 56.8 ......

Significant Two-Factor Interactions

Source of Means, strong, Psi

variation F- ratio Sig.
(1.1) (1.2) (2,1) (2,2) (1) (.23,)

BLE ............... 5.71 + 65.4 44.0 62.0 64.7 48.8 61.7

Experimental error estimate: S w 24.89; grand mean: 57.75.
The different resin compositions affected proportional limit, stress, psi, significantly.

The order of means bom mallest to largest of resins was R4 , R6 , 111.
The BLE interaction is shown:
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TABLE 15. PsopoSTIAL LUwr, STUm, Pa, O, Rmx A - R,

Main Effects

Source of Mems, psi
variation F-rado Sig. g, 12,

BL .................. 0.02 - 2,175 1,948 2,118
HQ ................ 84 - . ...................
C ............... .. .43 - 1,969 2,187 ........
D .................. .18 - 2,009 2,148 ........
E .................. 0.82 - 2,228 1,928 ........

Experimental error estimate: S, = 812.4; gand mean: 2,078.18.
There were no significant two-factor interactions.
The variations of the independent variables did not affect proportional limit signifi-

cantly.

TABLE 16. MoDuLus OF ELASTICrTY, Psi x I0-3. OF
RESIN A - R1

Main Effects

Source of Means, psi x 10"O

variation F-ratio Sig.

BL ................ 0.56 -..........................
BQ ................ 1.82 - 0.041 0.053 0.030
C .................. 0.37 - .037 .045 ........
D .................. 0.66 - .046 .036 ........
E .................. 0.01 - 0.042 0.040 ........

Experimental error estimate: S, = 0.0299; grand mean: 0.04094.
The independent variables did not significantly affect the modulus of elasticity.

There were no significant two-factor interactions.

24



TABLE 17. PloPoaTIONAL LiT, Sirnm. Pa.
oF RzsN A -. R

Maha E ffects

Source of Means, psi

variation F-ratio Si2.

BL ........ 5.6 +13.7 18.6 20.5
BO ........ . 0.38 -......
C........... 2.48 - 19.4 15.9 ......
D .................. 0.01 - 17.5 17.7 ......
E .................. 0.06 - 17.9 17.3 ......

Significant Two- Factor Interactions

Source of i Means, psi
Svariation F-ratio Sig.r(1,1) (1,2) (2,1) (2,2) (3,1) (3,2)

HOC .............. 5.40 + 17.6 9.8 5  16.7 20.6 23.9 17.2

Experimental eerow estimate: S, = 5.56; grand mean: 17.63.
The variations of the curing temperature had a significant linear effect on proportion-

al limit, stress, psi. The order of means from smallest to largest was R1, R2, R3 .
The BQC interaction was due to the levels of C not having the same quadratic direc-

tion over the levels of B:
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TABLE 18. MooLn or ELA ,nc ms x ir, OF
Runs Al - R,, A2 - RI, AN A 8 - R4

Main Effects

Source of Mem, psi x 10"s
F-ratio 815.

A .................. 17.64 +++ 0.,19 0.479 0.282
BL ................ 0.70 -........................
BQ ........... 2.26 - .859 .391 0.830
C............... 0.04 - .157 .68 ........
D ................ 1.51 - .878 .342 ........
E ................ 0.03 - 0.62 0.358 ........

Experimental error estimate: S, = 0.1224; grand mean: 0.599.
The modules of elasticity was significantly affected by the various resins. Resins

R6 and R4 resulted in a significantly lower modulus of elasticity than did resin R1.
There were no significant two-factor interactions.

TABLE 19. MODULUS OF ELASTCarrY, Psi x 10-a,
OF RESIN A = R9

Main Effects

Source of Means, psi x 10"s

variation F-ratio Sig.

11 ................ 0.63 - 21.9 33.3 28.1
BQ ................ 1.53 -.............
C .................. 0.39 - 25.8 29.7 .....
D .................. 0.63 - 25.3 30.3 ......
E .................. 1.04 - 24.5 31.0 .....

Experimental error estimate: Se - 15.5; grand mean: 27.776.
Independent variables did not affect modulus of elasticity significantly. There were

no significant two-factor interactions.
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TABLE 20. G.LATIow Tom, Sec, or Rans

Al - RG, A2- R1. AND A3 - R4

Main Effects

Source of F-oatio Sig. Mean, se

variation -

A .................. 1.32 - 175.1 171.3 154.0
BL ................ 0.30 -........................

BQ 0.01 - 163.3 166.2 170.8
C................ 33.10 +++ 199.2 134.4 ........
D .................. 2.07 - 158.7 174.9 ........
E .................. 1.72 - 174.2 159.4 ........

Significant Two-Factor Interactions

Source of Means, sec

variation F-ratio Sig.
(1.1) (1,2) (2,1) (2,2) (3,1) (3,2)

HQE .............. 6.00 + 167 159 193 139 162 190
CD ................ 4.83 + 179 220 139 130 ...... ......

Experimental error estimate: S. = 47.78; grand mean: 166,78.
A prepolymer temperature of 1400F resulted in a significantly higher gelation time

than when the prepolymer temperature was 170 0 F.

The BQE interaction is due to the fact that the E2 and E1 levels over the range of B
are dissimilar.

The CD interaction results from the C1 and C2 levels having different directions over
the range of Dj:
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TABLE 21. GELATImO Tm, Smc, ow Rmw A Ru

Main Effects

souce of Mmoe, sec
vriti Fratio Si.

BL ......... 1.40 - 438.5 421.5 477.
BQ 1.11 . .......
C . 0.60 ... 0 ........
D .................. 0.75 - 481.0 457.8 ....
E .................. 11.22 + 495.2 898.2 ....

Significant Two-Factor Interactions

Source of MFons, sec
variation (1,1) (1,2) (2,1) (2,2)

CE ................ 6.45 + 618 439 372 348

Experimental error estimate: So = 74.5; grand mean: 444.18.
The gelation time was significantly affected by temperature of prepolymer. The lower

prepolymer temperature resulted in a longer golation time than did the higher prepolymer
temperature.

A 4-hour curing time resulted in a significantly longer gelation time than did the 24-
hour curing time.

The CE interaction significance was the result of C1 and C2 having a different direc-
tion over the range of El:
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TABLE 22. HAi , Sum A, or Run

Al - R, A2 - RI. Awn A - R4

Msio Effects

Source of F-ru Sig. Means, Shore A

variation ftie

A .................. 39.07 +++ 52.9 42.6 42.3
L................ 8.81 ++ 44.1 45.7 48.1

B .............0.1 . 4......
..................  .51 + 474 . .4 ......

D .................. 1.10 - 45.4 46.5 ......
E .................. 42.98 ... 42.3 49.6 ......

Experimental error estimate: S, " 4.73; grand mean. 45.95.
There were no significant two-factor interactions.
'The hardness (Shore) of RI and R4 was significantly lower than the hardness of

resin R6.

The variations of curing temperature had a significant linear affect on hardness. As
the temperature increased, the hardness increased.

The 1400F temperature of prepolymer resulted in a significantly greater hardness than
that of the 170PF temperature of prepolymer.

The 4-hour curing time resulted in a significantly softer hardness than did that of the
24-hour curing time. Significant main effects:
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TABLE 28. GLATIo Tmn SmC. or RriN A =R

Main Effects

Source of Meoms, see

variation F-ratio Sig.

BL ................ 0.05 - 153 237
BQ ................ 0.02 -
C ................ 5.06 - 304 181 .....
D .................. 0.73 - 219 266 .....
E .................. 0.11 - 233 252 .....

Experimental error estimate: S, - 134.5; grand mean: 242.43.
There were no significant two-factor interactions. The Selution time was not signifl-

cantly affected by variations of the Independent variables.

TABLE 24. HARDNESS, SNORE A, OF RESIm A - RII

Main Effects

Source of Means, Shore A

variation F-ratio Sig.

BL ................ 1.82 - 16.2 18.1 18.3
BQ ................ 0.39 -..................
C .................. 1.13 - 18.2 16.9 ......
D .................. 0.99 - 16.9 18.1 ......
E .................. 2.17 - 16.6 18.4 ......

Experimental error estimate: S, - 2.98; grand mean: 17.51.
There were no significant two-factor interactions. The changes in any of the inde-

pendent variables had no significant effect on hardness (Shore).
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TABLE 25. BoND STamruT or Runs
A, - R6, As - R1, AND As R4

Main Effects

Source of Messa, Mhore A

variation F-retie Sig.

A .................. 19.93 +++ 185.3 149.1 95.0
BL ................ 0.00 - 147.7 133.5 149.2
BQ ................ 1.34 - . .........................
C ................. . 1.84 - 151.0 1 L. ........
D ................ 0.51 - 188.9 147.3 ........
E .................. 6.35 + 128.8 157.9 ........

Experimental error estimate: S, = 49.88; grand mean: 143.12.
There were no significant two-factor interactions, The bond strengths of the three

resins wre significantly different in the following order (smallest to the largest): Rt4 . R2,
and H6 . The 4-hour curing time resulted in a significantly lower bond strength than the
24-hour curing time:
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TABLE 26. Bo30D STaRmn 
as R• o iB1 ,

Maim Effects

SOW" o fo 1Moens, Smote A

BL ................ 1.10 - 84.5 7n.2 93.4
BO.............2.L25 - .... .... I...1t
D .................. 0.18 - 4e 89.6 ......

E .................. 0.10 - 06.4. 84.3 ......

Sipmleent Two-Faitor laterier ot a

Source of Means, Shore A

(1.1) 01.2) (2.1) (2,2) (3,1) (3,2)

DO ................ , ., . 74.5 14.8 92 64.1 93.8 93.0
BL ................ 0.17 + 7.O !)4.8 75.8 81.0 109.0 77.8
CE .......... 1.6 ++ '00.0 "'.M 729 95.0 ........ ......

EUpemeiatal em estuimate: So W 6.6?; wand mean: 83.39.
TIh vathadesm of n6o Imdepeosdat vwtiablei did mot sainificamtly affect bond strength.
Th% %lC. 8LE, and CE isatw•,isea indie tte sipificiace although there were no

alpiftceat maia eflooM bwVr. t-,. graphs of the interactions are shown for the judg-
ment of th entpelwatam
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